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PCI shi:rii.J;iocum·erif Cdmpllanpe by mo~.ltorlngofor V
OC breakthrough at least orcs per.shiPt when ·the SDS shredder, the ATDU, the Dlstlll.atlon Unlt1 

.and tt\e:tEmks are In operations. PC! sh~l\ replace the C!'l.rbon canister when brf:fakthro'Cigh Is c\et~ded as stated below under 1'-lote-. ... · 

·~.~ 

··~ 

·D.1,14 CARBON ADSORPTION SYS'TElVl"INSPECTION 

Inspector:. ·1:5 , /l'ffJ 
. 

•.• • I I f) -· ~~~~ll 1·o t ·I 

Date of ln&P.ecti911::} , , ~-\'Time: -') 
_, . 

) 

. . .f:;:; . L., ·1 
• t 

.. 

Shift: (First or Seco'no1 l 

Monitor JD: 

' 

.. . - -
/' '·r. (' / 

ltlstrument Callbratlon_ r;;J'ls.:<_i.o;:· : t •i;· 
v:..lt'~ '7 e 

.. 

. . . .. / ~; 

.. 't'i~ 

Backgrount) .JM.~trument
 Readln~ 

r- .. 

.. 

. ' -.< ~' ' 
........ 

···.;A., .... , 

i 

,- ·L6tatlon of Carbon Unit Status Inlet Exhaust Visual Carbon , Spent Carbon Placed In 

'· ·.:~·'"' CO'htrol bevlce 

Insp. Replacement Roll Off Box. No. for 
1 

'·t:.:::/·-~}7;:~;/. . . . .. 

0-ffsite Combustion 

Y/N Date . Time 

~
 

Runnl.ng Down 

\[iil·}:J-Qr RlQcovery, System: 

,- ·> ) ' " 
()' (~::; 

),/''''1 
. .J·· 

. ..,. . ! 

-

... CARBqf:l/ OR FLARE"' . 

/i l/ 

; 

. 

·· :E~DSShredde
r 

Running Dawn ·-
) 

\ .. \ .. /i.... 
/:;7 J 

,l 

ATDU I OWS 
Runnlrw Down -

o/ /7 ,tL• 
~' ~~ "'7 t ')~) ~ /~; l . ' 

·" 
)7, ! 

~:) 
Areas~·-

Tankn 5~,5;;3,54 
Rur'inlng_..- Down {j"J. .. "''(i· ·. 

;:1 tV
1 

... 

(Tunks 02 throuqh 04) 

.·. 

"• 

Oisi:lll-crtron Utilt 
Runrilng_ Down .- ~1 L(; u ? i ~- .d A/ 

'. 

. -·~"' 

. /)_ 
, . 

... 

Tank 51 

.. Rur)nlng 00.Wf.1 ,t;?Z 
; . l} AI. 

\ - .(j .ci 
.· 

-

Tank 55 
R,"Lr nih In G1./ - Down 

·J. L~l/ .· i . r:L. '11 /2tJ .. u /i ./1 . /1 iL! 
/ 

-· 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: .5 f'v7 -e I trc 
Date of Inspection: !Time: s·'. 

:z-~-14_ 

Shift: ~'or Second) 

Monitor ID: I 

ivl ; 

Instrument Calibration Gases: v 

Background Instrument Reading: 
I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR ~ 
-- -

SDS Shredder..___ Running Down \ n /' 
- - -

I ATDU I ows Running Down 
[Lfb3 6 \.3 .KJ 

I ./""' 
---- -· -

I Area 8 -- Tanks 52,53,54 Running Down f! 
: 

'l (,_(y \ . 

~ - -
' (Tanks 02 through 04)_ /"' 

Distillation Unit Running Down 

I·-·~ 19 u / - ---- -
Tank 51 Run~g Down 

1,)\L(~ jq 0 - --- .....__ 

Tank 55 Run!J.ing Down 

f'IJ Iii tt.-\ r~ ~~ ~ - -
Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: le)Co ~~a-1 o'""' 
Date of Inspection: 

S:l0 /;tJ ~ 
UJTime: 

Shift: (First or~) 

Monitor ID: 
I 1'\ t e-...<- )-DO 

Instrument Calibration Gas1es~+ , I 
I ~ r: 1o (,._ u ~ "''- c 1 {) 0 f'Pvv; 

Background Instrument Reading': 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: R/!19 
Down 

CARBON OR~~ - If -- -
SDS Shredder----- Rzg 

Down 

'27 fl tf - -

ATDU I OWS Ru/g Down 
;t/4 0 /l ;J 0(0 - -

Area 8 --Tanks 52,53,54 Ru~ Down {f .V -
(Tanks 02 through 04) I~-:::., 7 o,<: /) -
Distillation Unit Ru~ Down -~ 

)_I c/ ,{j ~ .J.oo ) /') - - I 

Tank 51 Ru7g Down q c/ IC, C: j d ff A/ - -
I 

Tank 55 Ru~g Down . r/ __ !} ____ 5 I ! I I t 
- - -

- - - - ·- -- ------ --
-------- ----------------

Revised 2/10/09 
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(\\::qf](:iltlon. D.·i. I 0 Carbon Aclsorber/Ca~
lster Monitoring 

.. ,\<-- . .,_: 

. 

· · '' Ci:i--ndi{io'n.p:l, '17 Re-cord l<eeplng R,.eq·~llreme
nts (c) 

. · -
. , . .· : . . 

· 
. , 

· PCI s~a·\\:.qocum
·ent compl\enpe by rno~\torlng.fo

r VOC breakthrough at least or,:ce pe!-,:;shiH when the SDS shredder, the ATDU, the Olstlll_atlon Unlt1 

_and the_tanks are In operatloFlS. PCI sh~ll replace the CFlrbon canister when bre'akthroL!'gh Is clet:'lcted as· stated below under !:'late. 

"' ·' 

'·~ 

'• 

· D.1;14 CARJ30N ADSORPTION SYS''t'J;r,IV.t'INS.PECTION 

Inspector: ·-. 
··· 

· .•. l 

~;·. 

·L-'6catlon of Carbon 

qi:]·iltrol Devlce 

Vapor Recovery; System: 

CARBQ,N OR 

'~->OS shi-
-e-ddB~ 

ATDU I OWS 

Alec\ 8 -·-Tanks 5~,,5:;\,54 

T<:mks 02 throuqh 04 

Tank 55 

Rev{sed 2/10/09. 

Unit Status 

Down 

Inlet 
Exhaust 

Visual 
lnsp. 

... ,""· 

Carbon , 

Replacement 

YIN Date Time 

Spent Carbon Placed in ., 

Roll Off Box.No. for · 

O·ffsi·te Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: j C ,f 
I c: o f/'.A fl o V'' 

Date of Inspection: II l Time:;[!t~] 
s-/ ij I I L/_ 

Shift: (First or~) 

Monitor ID: < 

c._ c d-60 () ' V\ . 

Instrument Calibration ~ases: h ,-J / . 
_L s 0 .:.,. 1/ . '-(_ V\ p /o o {;,0 ~''1 

Background Instrument Reading: 
I 

r),() 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Runnin§!/ Down f! 
CARBON OR~ v --· -- ~ -
SDS Shredde~ Ru~? 

Down / fl -
_L(_~ 

)J -
ATDU/OWS Ru7 

Down u 3 (-( () ,J o.o !7 --- -
Area 8 --Tanks 52,53,54 Ru7g Down 

r 'i J I o,o () ll AI -

(Tanks 02 through 04} 

-

1 Distillation Unit Ru7 Down (; i, {' (J ;J () - -

·Tank 51 Ru7g Down 
~I D /} 

. / )i J --- -

Tank 55 Ru~g Down () 4 tJ 
""1 ,, \ ui L I - -

I 

cl {I 
I 

I 

Revised 2110/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
Srn~ 

Date of Inspection: '!}_ 
S-Lf-L 

j Time: 

Shift: ~ or Second) 

Monitor ID: 
0lln I ~Ci c 

Instrument Calibration Gases:IcS Gufc e 
Background Instrument Reading: 

' 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down A 
CARBON OR~ /' 

- - ~ 

SDS Shredde"t--" RUI).Ping Down 
11 I \ ' A V\J - - -

ATDU I OWS Running Down 

L/3~o ;,2; ( \ A /"' - '(v - - -
Area 8 --Tanks 52,53,54 Run~,ng Down 

lLf7A 0 0 A \(v 
_(Tanks 02 through 04) 

- - ~ 

' 
Distillation Unit Runn)ng Down 

~0.~ L':) 1J vv - - -
""-! 

Tank 51 Runnip_g Down 
~{p(o r\ Vv 

I 

/ 
~ - - I 

-

I Tank 55 Runni99 Down 
L( I' I - - -

(}\ 

- -~ 
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D. 1. CARBON ADSORPTION MONITORIN~G LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
·- ·- -- - -- - ·- - - - --- - -

Inspector: 

Date of Inspection: 
s 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 
,,r-

CARBON OR 

SDS Shredd Run ping Down 

ATDU I OWS Running Down 
r 

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
r 

Distillation Unit Runnpg Down 

Tank 51 Running Down 
r 

Tank 55 Runni~ Down f 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lnspecJJ.~~~ _ jb ~. rftneJ' , ~, 
) t;.~~- I ( 5. ) 

Shift: (First or~-~;JJ) 

Monitor ID: 
I 

Instrument Catfbration Gases: 

Background Instrument Reading: 

Location of Carbon 
Control Device 

Unit Status 

Running Down 

Running / Down 

/ 
ATDU I OWS I Running/' ~Down 

/ 
Area 8 --Tanks 52,53,54 Run~. Down 

Tanks 02 throu h 04 
Distillation Unit Running 

7 
Tank 51 ____ RunninT 

Tank 55 

Revised 2/10/09 

Inlet 

I Z 
I ) 

I !' 
,l.v 

Exhaust 

fb 

I 
r 

/.,. 

,. 
\., 

; 
I 

-'-i; 
I 

Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

I -r 

~··'~ ,-

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 

,,-

I __.-

-
./ 

-
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D. 1. CARBON AbSORPTION lVlON!TB)E{JNG LOG FOR DAILY ANQ.:)2DARTERLY 

.,; / -~ : 
. 

·~,. • 
4' 

!', • ~r;, .. i~::· . ·, '\' 

· ~C:l!1¢ltlof
l: D.i .1 0 Cerbon Aclsorber/Canlster Monitoring 

, ·"',~· 

· ·' Cbhdi:llonp. '1.'17 Re.corcl Keeping Req.$ilrements (c) 
. · 

·· . · . 
· 

1 

PCI shi:rl[,qocum·efif compllanpe by mo~ltorlng
Jor VOC breakthrough at least once per.:shlft when the SDS shredder, the ATDU, the Dlstll/atron Unlt1 

.and th:e tanks are In operatloFlB. PCi sh~/1 replace the caTbon canister when brEiakthro'C:igl11s c/eteded as· stated below under Note·. .. 

~ 

~ 

. ' 

. . 
. . 

''.!'.1\t 

B ackgro un.r;i Inlet 
Exhaust 

Tank 51 

Tank 55 

Revised 2110/09. 

Carbon , 

Replacement 
Spent Carbon Placed in 
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D. 1. CARBON ADSORPTION MONITOi, 3 LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lnspect~qn: , , 

fnc1'" l 'A 1 Ll 
I Time: 

Shift: (First or Second) 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder Running Down 

ATDU I OWS Running Down 

Area 8 -- Tanks 52,53,54 Running Down 

(Tanks 02 through 04) 

Distillation Unit Running Down 

I 

I 

Tank 51 
Running Down 

I 

Tank 55 
Running Down 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORIN<3 LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: SV>l e--l<f:=o 

Date of Inspection: 

lYJ C\ \( 
01 I ~ 

I Time: S'. 

Shift:~ or Second) 

Monitor ID: M, . 
/') I ~e 

Instrument Calibration Gases: 'JS 0 ( J -
Background Instrument Reading: \_2. 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Reco~tem: 
Running Down A-

/'"' 
\JV - ~ -

CARBON OR FLARE* 

SDSShredd~ Ru/'ing Down 
1113 .:+- r1 N - - - ' 

ATDU lOWS Rujling Down 
0 0 ft N 

I 

·a - - -

Area 8 --Tanks 52,53,54 Rufng Down 
llol 3.\ fJ rv -

(Tanks 02 through 04) 
IO - -

Distillation Unit Ruig Down 
lo,?,,tp fJ ji\J I. - - -

1 Tank 51 Rumyng Down 
It~:;, 3 A yv 

0 
I 

-- - -

' 

Tank 55 Runn!?g Down 
556 'l .9 A 0v - - -

-

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORlNG LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
-

--

Inspector: f.t~)(l J 
e_ u Vv'- ,(0 r o ~-

Date o!Jjspe/ti~n: 
J i{) ' t_k:-,, 

V I Time: JP"1 

Shift: (First or~) 

Monitor 10: J-ooo 
I ;1 ' (!___~ 

Instrument Calibration Gases: 1 / 

T s o }) 0v -1 ,, '( vc -e 10() l 1P vvl 

Background Instrument Reading': 
G~O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recov~~Jstem: Ru7 
Down 

CARBON OR (;u,!, * 
- --- !l tJ --

SDS ShreddeY Ru~ Down () f7 ;J 
Ill 

----

ATDU/OWS Ru~ Down 
I~ 13 0 4 A) --

0 ·-, -
t) 

~ 

, Area 8 --Tanks 52,53,54 Ru7 Down 
)_ / I c/ 4 A) 

~ JTanks 02 through 04) 
lr -7 0 

- ----

. Distillation Unit Rur Down 
~ ~ ·7 C_, 0 r fo () 4 A) - ___...- I 

Tank 51 R/g Down JC: 4, s 0 /) ,; -- --

Tank 55 R7ng Down 
i 

-
I -

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORir\1<3 LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: () Lo ~£!-/ c/1 

Date of lnipepf
1
i{n: I/ I Time: 

:) I I I ,lf ~ 

Shift: (First or~} 

Monitor 10: /lVI . , {!_ ) "' .. 
•'11 c.-.c u60 

Instrument Calibration G~ses: ·
6
' /-/ / 

J 'So h'- ,; "t n L. 16 {) ;[~f rf11f 

Background Instrument Reading: / 
6! () 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Ru7 
Down If Ill' 

/\-~ 

-· 
- -

-

CARBON OR fLAR 

-
SDS Shredde'F-/ Runni!XJ Down 

f ff IJ~/ 
/ ! 

- -

ATDU/OWS Run// Down 
l ~ 11 /) ;J 6 .~ 0 I '7 

- -

Area 8 --Tanks 52,53,54 Run,~( Down A j) 
' 

'~ 

I 

(Tanks 02 through 04) 
) (),() 6 

- - -'" I 

Distillation Unit Ru~ 
Down 

lll 
t/1 () 4 ~ 

J~ I 
·- ...-

1 

Tank 51 Ru~g 
Down 

de 10 s, 7 I 6 fl /1) -

' 

-

' 

Tank 55 R~g 
Down l G, 1 { 0 I} IV 

3 3 ~ ! 
- -

Revised 2/10/09 



D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 
it{\ 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Running Down 

.~ 

-- - -

Running Down 
/"" 

- - -

ATDU /OWS Running Down 
.....___ 

/" 

- -

Area 8 --Tanks 52,53,54 Running Down 
f' 

- - -

Tanks 02 throu h 04 

Distillation Unit Running Down 
/' 

- - -

Tank 51 Running Down 
/' 

- - -

Tank 55 Running Down 
/ - - ...__, 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

/ 

-- -
CARBON OR FLARE* 

-

SDS Shredder Running D? 
- - -

ATDU/OWS Running D7n 
- - -

Area 8 --Tanks 52,53,54 Running D/n 

Tanks 02 throu h 04 

- - ,_ 
Distillation Unit R~ing Down - - -

! Tank 51 
Running - - -

Tank 55 
Running 

- - -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: [1f/ . . 
I r11 ~ 

Background Instrument Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Running Down 

/' - - --

Run7fng Down 
. .--- -- -

ATDU/OWS Runrng Down 
~ - -

Area 8 -- Tanks 52,53,54 Ru?"ing Down 

Tanks 02 throu h 04 

- - -

Distillation Unit ing Down 
~ - -

Ru ing Down - --- -
Tank 55 Run ng Down - - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
,~,:;c_,r~ ~1-~c e 

Date of Inspection: rTime: S,·. 
')- !&'/ jy_ ' ) C) 

Shift: (First o~ 

Monitor ID: 
/'1/ /l; ~. 23 eo 

Instrument Calibration Gases: 
;..;-~--·. 

t--<· y 

Background Instrument Reading: 
I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: ~ 
Down 

0 rl 
CARBON OR c£iA~* 

4 
_-/ ~---·-· ~----

SDS Shredder Running Down 
6(1, 

f tJ JJ I ) () 4 
.,-----··- --- ~· 

ATDU/OWS Running Down 

l ~ /( 4 
I I 

f ( 0 tJ 
__ ... - / -· 

Area 8 --Tanks 52,53,54 Running . Down l) /;l 
I - ----

(Tanks 02 through 04) 
/// () 

fl) -· 

Distillation Unit Running Down s2 4 rJ 
_,./ 0 

/ ~ 
~ 

Tank 51 
Runn~g· Down 

(, ~ 1 4 ~~; 1\) -u 
~ 

______. 

Tank 55 
Running Down 

/' 

/ '] ~ /:; 
,_,-··· '---~· ~--·--
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
-.. - ~ 

CARBON OR FLARE* 

SDS Shredder Runfg Down - - -· 

ATDU/OWS Runrg Down 
~ - -

I Area 8 --Tanks 52,53,54 Run(g Down 
- - -

Tanks 02 throu h 04 

Distillation Unit Runfg Down 
~ ---- -

Tank 51 Runnr Down - - ----......, 

Tank 55 Runn7 Down - -- -
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D. 1. CARBON ADSORPTION MONITOR" LOG FOR DAILY AND QUARTERLY 

condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shalf replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: Sl ( {L< 
'- lV'1G. 

Date of Inspection: 

Al]fl't lot ')._( 
I Time: !)Q(;J 

Shift~or Second) 

Monitor ID: (l!/ , · ((q 
I I In' e._ :200 

Instrument Calibration Gases: lSO b E: 
Background Instrument Reading: i ' 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down [I\) 
~· 

- ~ .-

CARBON OIYFLAAI}* 

SDSShred~ 
Run~ 

Down (;. {. 7 ;4 ·~; - .-- ..-
l . 

ATDU/OWS Rur 
Down I. 

fJ vv ---

Area 8 ·-Tanks 52,53,54 Ru/ 
Down 

r:l_ 0 fJ (v -

(Tanks 02 through 04) 

- -
Distillation Unit Run? Down 

Jet. L 3 I /. ·2_ ft ~rv 
-

I 

-
I 

-
I 
I 

Tank 51 Runn_~ 
Down e / y1 - --

Tank 55 
Runni~ Down 7 J 3/ {1 - - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: SM c: \ v-u 
Date of jY\ection: 

. JJY ?-o ) L( 'Time: S. 
Shift: ~ or Second) 

Monitor ID: (lf) , _ 
•11 

Instrument Calibration Gases: 
~.<)_0 (.. 

Background Instrument Reading: 

location· of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 
~ 

ji\( ~ 
CARBON oR(FLAREJ 

,.--
- ---- I 

SDSShredd~ Running Down 9 fJ If\) 
. 

/ - - ---
ATDU I OWS Run_!J.ing Down ct 7 1 '3 0 ft. - - -

Area 8 --Tanks 52,53,54 Run~g Down 
]7 t 23 L -l IT 

{Tanks 02 through 04) 
- - -

Distillation Unit Runmtig Down &o 6 ft -
. \ - ----

/ 

Tank 51 Runnfng Down 3rcs· ',sf /) - --

Tank 55 Runl').kfg Down 
2 3 c1)_). fJ l 12 - - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILy AND QUARTERLy 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Shift: 

' 
1n1 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recove System: Running Down -- -
CARBON OR LAR~ 

./ 

SDS Shredder Running Down 

/ 

- ~ -

ATDU/OWS Running Down -- -- -
-

Area 8 --Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 
/ 

- -

Distillation Unit Running Down -
,.-. 

- -

Tank 51 
Running Down 

/' 

- - ~-

1 Tank 55 
Running 

~,-

I 

/ \ l. \ --- -
'~-~-------

--·-·-·--·-
·------ --- ··- ·-·- ·--
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

' 

Monitor ID: ~ 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down ~ 

CARBON OR FLA~ 
/ 

- -

SDS Shredd Running Down -
/' 

- ~ 

ATDU I OWS Running Down - - -
/ 

Area 8 --Tanks 52,53,54 Running Down -
/ 

-- -
Tanks 02 throu h 04 
Distillation Unit Running Down - -

/' -
Tank 51 Running Down 

I 
- - -

1 Tank 55 Running Down 
) -· - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: S~e\\C( 
Date of lnspection3 

Y"Yl 0\ '-{ z__ I 
I Time: ~', 0 

Shift: (~d-r Second) 

Monitor ID: 
\ ~~~ ~0 e. 

Instrument Calibration Gases: ~C)_Q {) 
\ 

Background Instrument Reading: I 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON 0~* 
/' A -- -

SDSShredd~ Ru~ing Down 
\7& 0 l~ Vv - - -

ATDU/OWS Ru~ng Down 

l% 2--' 0 / i A tv 
i 

---- - -
I Area 8 --Tanks 52,53,54 Rurtng Down 

b)l_ 0 ~ lv - - '-

(Tanks 02 through 04) 
Distillation Unit Ru!)llfng Down l 

) ' l.O A !IV 
I 

---- - -
Tank 51 Ruf\l(fng Down 

~q 0 \ R IV l I , - - -

Tank 55 Runl}ffig Down qqq p trv - - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of I 

Monitor 10: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

~~,_ 

CARBON OR FLARE;; 

SDS Shredder Down 

ATDU I OWS Down 

1 Area 8 --Tanks 52,53,54 
1 Tanks 02 throu h 04 

' Distillation Unit Down 

Tank 51 Down 

Tank 55 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
-1e c/L (J,/V"\1o-/ c ~ 

Date '}f lns,peJtion: 
s/u/1 

u I Time: 

Shift: ~or Second) 

Monitor ID: c £ ;to l /'t_ I C-__"(__ (J 

Instrument Calibration Ga:::_s: h ~-/ ~ 
L ') <J , I~< "·/ 'f Yl " I ()f, f'jJ 'Vl 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running/ Down 

CARBON OR~ ~,// --- f) /1) 
" 

-··· 
~ -

SDS Shredder ___ / Running Down 11 /' 3 t) I II) - - ---
ATDU I OWS R/g 

Down 

Ot 3 0 If ;J -
I -

Area 8 --Tanks 52,53,54 
R7 

Down 
Co ' t( !J ~J 

{Tanks 02 through 04) 1Jo - - --
Distillation Unit Ru? 

Down 
3! c( I ~5 I D f; ;) - -

Tank 51 Running Down 
I ·7 { D,l 0 It )J 

r// 
- -

Tank 55 :7~-
Down /) )l ;L I 

--
---- ··----------- ---- ------------ ··- - " - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: .'::), \ \( 
< )'fV\ 1::;' ' ! 

Date of lns~,~ction~,, I Time: ' 

"'"'"f )' ');"'\ ~' "'"-.. , 
Shift: {t~r~t or Second) 

Monitor ID: 
j ) \ \~<,i (, f ,{' '· ...• ! 

Instrument Calibration Gases: ~.:;: 

Background Instrument Reading: . 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

CARBON OR ~~La..RE*/ 
SDS Shredder-.-~/, .. Running Down . \.1 r:~ 

/ ....... 
; 

J J 

ATDU I OWS Running Down c:·· !' 
I 

} ' ''l 
·\ 

I 

Area 8 --Tanks 52,53,54 Running Down c 
.......... 

I 

·j . (. ' .. / 
(Tanks 02 through 04) ...., .. ·''' '~ .. /· 

,, 
'· 

1 

Distillation Unit Running Down 
I I , /1 

.I 

I 

/"'"' 

I 

,,. 
i ,,· 

Tank 51 Running Down J 

} j:, I G_ 
f~:: 

,/';/'''' c~ .· 
Tank 55 Running Down 

,5 · 1 J ,;· ~~) }l,/,/ 
I··''"' 

' 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 
A e ~J"""""'o 

Instrument Calibration Gases: 

Location of Carbon 
I 

Unit Status 
I 

Inlet 
I 

Exhaust 
I 

Visual 

I 
Carbon I Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: 1 Running 1 Down. "' - -~I -
Running . Down 1 I I J I' A I ~I 

,..........., ---
~ 

_ _.,- ~-

ATDU I OWS I Run/-/ Down 
I - ~ . I I ,I'\ ~n I /1 I.Aiiillllli,/1~1 -I ---

Area 8-- Tanks 52,53,54 Run~ Down 

Tanks 02 throu h 04 
Distillation Unit Ru~ Down 

\ ! u I 1"1 I "'41'1 V ~A:IY I -- I ,---.. 

Tank 51 JRun~ Down ! 

'), 0 I, I I #I I IV I ,-- I ............ 

Tank 55 jRu~ Down 'J ~~-~ l l . I l I f I IIJII!//11 ~~ I ----
Revised 2/10/09 


